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Snow Criteria: Wind Criteria:
Roof Load (Pf) 25 psf Wind Speed (V3) 115 mph

Ground Load (Pg) 25 psf Wind Exposure C Open Terrain
Exposure Factor (Ce) 1.0 Wind Importance (Iw) 1.0

Thermal Factor (Ct) 1.0 Building Category II
Importance (Is) 1.0

Seismic Criteria: Seismic Criteria (continued):

Site Class D
Wall 

Material
Design 

Base Shear
 Response 
Coeff., R

Ss 0.28 Fa 1.58 OSB .05Wp 6.5 Typ @ Ext
S1 0.10 Fv 2.40 GYP .18Wp 2 Typ @ Int
SDS 0.30 SD1 0.16 Cant. Col. .24Wp 1.5

Risk Category II Other
Seismic Importance (IE) 1.0 Soil Criteria:

C Brg. Strength 1500 psf

Live Loads: Floor Dead Loads:
40 psf Deck 2.5
50 psf Joist 2.0
30 psf Ceiling 2.0

Flooring 2.5

Roof Dead Loads: Misc 3.0
Deck 1.5 TOTAL 12 psf

Insulation 2.0
Roofing 3.0 Interior Wall Dead Loads:

Joist 2.5 Studs 2.0
Ceiling 3.0 Gyp. Board 2.5

Misc 4.5 Misc 3.0
TOTAL 17 psf TOTAL 8 psf

Exterior Wall Dead Loads: Deck Dead Load
Studs 2.0 Decking 4.4
Siding 2.5 Joist 2.0

Insulation 0.5 0.0
Gyp. Board 2.5 Misc 3.0

Sheathing 1.5 TOTAL 10 psf
Misc 3.0

TOTAL 12 psf

Typ Residential

Sleeping Area's
Garage (P.V.)

Seismic Design Category 
(SDC)

STRUCTURE SPECIFIC DESIGN CRITERIA:

SITE SPECIFIC DESIGN CRITERIA:

Stiff Soil

Typical
Partially

*Roof not engineered for Tile, 
Slate or Concrete.*

*Deck not engineered for 
concrete overlay.*

*Deck not engineered for hot 
tub loading.*

*Floor joists not engineered for 
concrete overlay.*
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Exposure category (B, C or D, ASCE 7-16 26.7.3) C

Importance factor (ASCE 7-16 Table 1.5-2) Iw  = 1.00 for all Category
Basic wind speed (ASCE 7-16 26.5.1 or 2018 IBC) V  = 115 mph

Topographic factor (ASCE 7-16 26.8 & Table 26.8-1) Kzt  = 1.00 Flat
Building height to ridge hr  = 30.25 ft ft
Building height to eave he  = 10.00 ft ft

Building width B  = 102.00 ft ft
Building length L  = 114.50 ft ft

Overhang sloped width Oh  = 3.00 ft ft
Effective area of components (or Solar Panel area) A  = 33.3 ft² Yes

Enclosed? (Y/N) y

Velocity pressure
qh = 0.00256 Kz Kzt Kd Ke V

2 = 25.99 psf

where: qh = velocity pressure at mean roof height, h. (Eq. 26.10-1 page 268)

Kz = velocity pressure exposure coefficient evaluated at height, h, (Tab. 26.10-1, pg 268) = 0.90
Kd = wind directionality factor. (Tab. 26.6-1, for building, page 266) = 0.85
h = mean roof height = 20.13 ft
Ke = ground elevation factor. (1.0  per Sec. 26.9, page 268) < 60 ft, [Satisfactory] (ASCE 7-16 26.2.1)

< Min (L, B), [Satisfactory] (ASCE 7-16 26.2.2)
Design pressures for MWFRS
p = qh [(G Cpf )-(G Cpi )]
where: p = pressure in appropriate zone. (Eq. 28.3-1, page 311). pmin = 16 psf (ASCE 7-16 28.3.4)

G Cp f = product of gust effect factor and external pressure coefficient, see table below. (Fig. 28.3-1, page 312 & 313)
G Cp i = product of gust effect factor and internal pressure coefficient.(Tab. 26.13-1, Enclosed Building, page 271)

       = 0.18 or -0.18
a = width of edge strips, Fig 28.3-1, page 312,  MAX[MIN(0.1B, 0.1L, 0.4h), MIN(0.04B, 0.04L), 3]   = 8.05

Net Pressures (psf), Basic Load Cases Net Pressures (psf), Torsional Load Cases
18.43 18.43 18.43

(+GCp i ) (-GCp i ) (+GCp i ) (-GCp i ) (+GCp i ) (-GCp i )
1 0.52 8.74 18.10 -0.45 -16.37 -7.02 1T 0.52 2.19 4.52
2 -0.69 -22.61 -13.25 -0.69 -22.61 -13.25 2T -0.69 -5.65 -3.31
3 -0.47 -16.85 -7.50 -0.37 -14.29 -4.94 3T -0.47 -4.21 -1.87
4 -0.42 -15.47 -6.12 -0.45 -16.37 -7.02 4T 0.00 -3.87 -1.53
5 0.40 5.72 15.07 0.00
6 -0.29 -12.21 -2.86

1E 0.78 15.60 24.95 -0.48 -17.15 -7.80 (+GCp i ) (-GCp i )
2E -1.07 -32.49 -23.13 -1.07 -32.49 -23.13 5T 0.40 1.43 3.77
3E -0.67 -22.18 -12.82 -0.53 -18.45 -9.10 6T -0.29 -3.05 -0.71

Surface
Roof angle q  =

G Cp f
Net Press. W/

WIND ANALYSIS: Low-rise Building - Based on IBC / ASCE 7

Surface
Roof angle q  = Roof angle q  =

Surface
Roof angle q  =

G Cp f
Net Press. W/

G Cp f
Net Press. W/

G Cp f
Net Press. W/

INPUT DATA

ANALYSIS

ft2,  <== Overhang? (Yes or No):

Exposure category (B, C or D, ASCE 7-16 26.7.3) C

Importance factor (ASCE 7-16 Table 1.5-2) Iw  = 1.00 for all Category
Basic wind speed (ASCE 7-16 26.5.1 or 2018 IBC) V  = 115 mph

Topographic factor (ASCE 7-16 26.8 & Table 26.8-1) Kzt  = 1.00 Flat
Building height to ridge hr  = 30.25 ft ft
Building height to eave he  = 10.00 ft ft

Building width B  = 102.00 ft ft
Building length L  = 114.50 ft ft

Overhang sloped width Oh  = 3.00 ft ft
Effective area of components (or Solar Panel area) A  = 33.3 ft² Yes

Enclosed? (Y/N) y

Velocity pressure
qh = 0.00256 Kz Kzt Kd Ke V

2 = 25.99 psf

where: qh = velocity pressure at mean roof height, h. (Eq. 26.10-1 page 268)

Kz = velocity pressure exposure coefficient evaluated at height, h, (Tab. 26.10-1, pg 268) = 0.90
Kd = wind directionality factor. (Tab. 26.6-1, for building, page 266) = 0.85
h = mean roof height = 20.13 ft
Ke = ground elevation factor. (1.0  per Sec. 26.9, page 268) < 60 ft, [Satisfactory] (ASCE 7-16 26.

< Min (L, B), [Satisfactory] (ASCE 7-16 26.
Design pressures for MWFRS
p = qh [(G Cpf )-(G Cpi )]
where: p = pressure in appropriate zone. (Eq. 28.3-1, page 311). pmin = 16 psf (ASCE 7-16 28.3.4)

G Cp f = product of gust effect factor and external pressure coefficient, see table below. (Fig. 28.3-1, page 312 & 313)
G Cp i = product of gust effect factor and internal pressure coefficient.(Tab. 26.13-1, Enclosed Building, page 271)

       = 0.18 or -0.18
a = width of edge strips, Fig 28.3-1, page 312,  MAX[MIN(0.1B, 0.1L, 0.4h), MIN(0.04B, 0.04L), 3]   = 8.05

Net Pressures (psf), Basic Load Cases Net Pressures (psf), Torsional Load Cases
18.43 18.43 18.43

(+GCp i ) (-GCp i ) (+GCp i ) (-GCp i ) (+GCp i ) (-GCp i )
1 0.52 8.74 18.10 -0.45 -16.37 -7.02 1T 0.52 2.19 4.52
2 -0.69 -22.61 -13.25 -0.69 -22.61 -13.25 2T -0.69 -5.65 -3.31
3 -0.47 -16.85 -7.50 -0.37 -14.29 -4.94 3T -0.47 -4.21 -1.87
4 -0.42 -15.47 -6.12 -0.45 -16.37 -7.02 4T 0.00 -3.87 -1.53
5 0.40 5.72 15.07 0.00
6 -0.29 -12.21 -2.86

1E 0.78 15.60 24.95 -0.48 -17.15 -7.80 (+GCp i ) (-GCp i )
2E -1.07 -32.49 -23.13 -1.07 -32.49 -23.13 5T 0.40 1.43 3.77
3E -0.67 -22.18 -12.82 -0.53 -18.45 -9.10 6T -0.29 -3.05 -0.71

Surface
Roof angle q  =

G Cp f
Net Press. W/

WIND ANALYSIS: Low-rise Building - Based on IBC / ASCE 7

Surface
Roof angle q  = Roof angle q  =

Surface
Roof angle q  =

G Cp f
Net Press. W/

G Cp f
Net Press. W/

G Cp f
Net Press. W/

INPUT DATA

ANALYSIS

ft2,  <== Overhang? (Yes or No):

4E -0.62 -20.74 -11.39 -0.48 -17.15 -7.80
5E 0.61 11.18 20.53 +  / - Wind Pressure 64%
6E -0.43 -15.85 -6.50
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Design pressures for components and cladding
p = qh[ (G Cp) - (G Cpi)]
where: p = pressure on component. (Eq. 30.3-1, pg 334)

pmin = 16.00 psf (ASCE 7-16 30.2.2)
G Cp = 1.00 external pressure coefficient.
            see table below. (ASCE 7-16 30.3.2)

q = 18.43 o

poverhang = -89.66 psf

(ASCE 7-16 28.3.3)

Effective
Area (ft2)  GCP  - GCP  GCP  - GCP  GCP  - GCP  GCP  - GCP  GCP  - GCP  GCP

3468 0.30 -0.80 0.30 -0.80 0.30 -2.20 0.30 -0.80 0.30 -1.00 0.30
Effective
Area (ft2)  GCP  - GCP  GCP  - GCP  GCP  - GCP  GCP  - GCP  GCP  - GCP

33 0.30 -2.50 0.30 -2.50 0.30 -1.80 0.99 -1.09 0.99 -1.37

Positive Negative Positive Negative Positive Negative Positive Negative Positive Negative Positive

12.47 -25.47 12.47 -25.47 12.47 -61.85 12.47 -25.47 12.47 -30.67 12.47

Positive Negative Positive Negative Positive Negative Positive Negative Positive Negative

12.47 -69.65 12.47 -69.65 12.47 -51.46 30.30 -32.89 30.30 -40.32 69.65

0.6*Wr = (Z2 + Z3) * 0.6 = 0.6*Wr = (Z2 + Z3) * 0.6 =
0.6*WrE = (Z2E + Z3E) * 0.6 = 0.6*WrE = (Z2E + Z3E) * 0.6 =

0.6*Ww = (Z1 + Z4) * 0.6 = 0.6*Ww = (Z5 + Z6) * 0.6 =
0.6*WwE = (Z1E + Z4E) * 0.6 = 0.6*WwE = (Z5E + Z6E) * 0.6 =

LOAD CASE 'B' FACTORED LOADS

16.2 psf
10.8 psf
8.4 psf
5.0 psf

ROOF COMPONENTS FACTORED LOAD WALL COMPONENTS FACTORED LOAD
0.6*Zw,c&c = 19.7 psf0.6*Zr,c&c = 18.4 psf

Zone 3 Zone 3e Zone 3r Zone 4 Zone 5

21.8 psf

 (Max Pressure

LOAD CASE 'A' FACTORED LOADS

3.5 psf
6.2 psf

14.5 psf

Comp. & Cladding 
Pressures

Zone 1 Zone 1' Zone 2 Zone 2e Zone 2n Zone 2r

Zone 2r

Zone 3 Zone 3e Zone 3r Zone 4 Zone 5

Comp. & 
Cladding 
Coeffs.

Zone 1 Zone 1' Zone 2 Zone 2e Zone 2n
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h = 10 ft Cs = 1.2 * SDS / (R / Ie) = 0.0547
wx = 198.5 kips Period Parameter, x  = 0.75 , ASCE Tab 12.8-2

n = 1 Period: Ta  = Ct (hn)x = 0.26 sec, ASCE 12.8.2.1
Ie = 1.00 Cs < SD1 / [(R / Ie) Ta ] = 0.0962 , ASCE Tab 12.8.1.1

SDS = 0.30 g Cs > 0.044 SDS Ie = 0.0130 , ASCE Tab 12.8.1.1
SD1 = 0.16 g Cs > 0.5 S1 / (R / Ie) = 0.0078 , ASCE Tab 12.8.1.1

S1 = 0.10 g k  = 2.15 , (ASCE 12.8.3, page 91)

Ct = 0.020 V = Cs W = 0.0547 W

R = 6.5 0.7 * V = 0.0383 W
Seismic design category: SDC = C

hn = 30.3 ft W = 199 kips, total

Lf: 10 ft ka: 1.1

= 1.6 psf <= USE FOR O.O.P. WALL

Where : Wp = 12.0 psf  , Ie = 1.00

= 2.01 psf <= USE FOR ROOF FRAMING UPLIFT

Where : Wpx = 17.0 psf  ,

Resp. coefficient:  (ASCE 
Tab. 12.2.1):

SEISMIC COMPONENT & ANCHORING ANALYSIS
Out-of-plane seismic force for wall design (ASCE 7, Sec.12.11.1)

For seismic design category C and above, flexible diaphragm (ASCE 7)

<= Not Applicable

Mapped spectral resp.:
Period Parameter, Ct : 

(ASCE Tab 12.8-2):

OSB SEISMIC LOADING ANALYSIS
IBC / ASCE 7: Equivalent Lateral Force (ELF) Procedure:

INPUT DATA DESIGN SUMMARY

Typical floor height: <= Applicable

Typical floor weight:

Number of floors:
Importance factor (ASCE 11.5.1): <= Not Applicable

Design spectral response: <= Not Applicable
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h = 10 ft Cs = 1.2 * SDS / (R / Ie) = 0.1777
wx = 198.5 kips Period Parameter, x  = 0.75 , ASCE Tab 12.8-2

n = 1 Period: Ta  = Ct (hn)x = 0.26 sec, ASCE 12.8.2.1
Ie = 1.00 Cs < SD1 / [(R / Ie) Ta ] = 0.3127 , ASCE Tab 12.8.1.1

SDS = 0.30 g Cs > 0.044 SDS Ie = 0.0130 , ASCE Tab 12.8.1.1
SD1 = 0.16 g Cs > 0.5 S1 / (R / Ie) = 0.0253 , ASCE Tab 12.8.1.1

S1 = 0.10 g k  = 2.15 , (ASCE 12.8.3, page 91)

Ct = 0.020 V = Cs W = 0.1777 W

R = 2 0.7 * V = 0.1244 W
Seismic design category: SDC = C

hn = 30.3 ft W = 199 kips, total

= 0.1 Wp = 0.1 psf <= USE FOR DIAPHRAGMS

Where : Wp = 1.0 psf  , Ie = 1.00
      (CBC / IBC Tab. 1604.5 & ASCE 7 Tab. 1.5-2)

Where : Fmin = 0.13 plf, 1.16 Wp = 118 plf (Horizontal) <= Not Applicable
(ASCE 7 Sec. 12.11.2 & 11.7.3)

= 2.32 Wp = 118 plf (Horizontal) <= Applicable

F conn,seismic  = MAX [0.133 S DS  w p  , 0.5 w p ] = 0.5 Wp = 0.5 plf (Horizontal)

GYP SEISMIC LOADING ANALYSIS
IBC / ASCE 7: Equivalent Lateral Force (ELF) Procedure:

INPUT DATA DESIGN SUMMARY

Typical floor height: <= Applicable

Out-of-plane seismic force for wall design (ASCE 7, Sec.12.11.1)

Typical floor weight:

Number of floors:
Importance factor (ASCE 11.5.1): <= Not Applicable

Design spectral response: <= Not Applicable

<= Not Applicable

Mapped spectral resp.:
Period Parameter, Ct : 

(ASCE Tab 12.8-2):

Resp. coefficient:  (ASCE 
Tab. 12.2.1):

SEISMIC COMPONENT & ANCHORING ANALYSIS

Out-of-plane seismic force for anchorage design
For seismic design category A & B, any diaphragm (ASCE 7 Sec. 12.11.2)

For seismic design category C and above, flexible diaphragm (ASCE 7 Sec. 12.11.2.1)

For connections (ASCE 7 Sec. 12.11.2.1)

 1, 0.4 ,0.1seismic DS p pMAX Iw S W W

   2 2

, min0.4 , 0.1 , 400 ,
2 2

anch seismic DS p p DS

h hh hp p
MAX I IS W W SF F

h h

     
  

   2 2

, min0.8 , 0.1 , 400 ,
2 2

anch seismic DS p p DS

h hh hp p
MAX I IS W W SF F

h h

     
  
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9.6 17 16.3 77.6 90.2 16.0 12.0 14.0 77.6 0.04 =
9.6 17 14.3 77.6 99.0 16.0 12.0 16.0 77.6 0.04 =
9.6 17 14.3 24.5 99.0 19.3 12.0 16.0 24.5 0.04 =
9.6 17 20.3 24.5 30.0 19.3 12.0 10.0 24.5 0.04 =

9.6 17 16.3 25.0 71.0 19.2 12.0 14.0 25.0 0.04 =
9.6 17 17.3 25.0 71.0 19.2 12.0 13.0 25.0 0.04 =
9.6 17 17.3 55.2 71.0 16.7 12.0 13.0 55.2 0.04 =
9.6 17 12.8 55.2 102.0 16.7 12.0 13.0 55.2 0.04 =
9.6 17 12.8 34.3 102.0 17.9 12.0 13.0 34.3 0.04 =
9.6 17 15.8 34.3 102.0 17.9 12.0 10.0 34.3 0.04 =

WIND / SEISMIC SHEAR FORCE CALCULATIONS:
From ASCE 7-16 Wind & Seismic Loading Analysis

Load aboveWall Loading

Wind

W
al

l L
in

e

*C
s (

W
p)

=

Roof / Floor

X1-1

X2-1

Wind

Wind

10.41

13.85

1.30

Wind

Wind

Wind

Wind

2.33

0.35

0.74

3.50

2.77

4.04

Y3-1

Y4-1 4.14

Y1-1 3.63

Y2-1 11.19

10.47

X3-1 3.56
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SHEAR WALL CALCULATIONS:
X1-1 X1-1 X1-1 X1-1 X1-1

Number of Panels 1 1 1 1 1 1
Total length of wall 90.17 ft 90.17 ft 90.17 ft 90.17 ft 90.17 ft 20.00 ft

Total length of shear wall L = 19.00 ft 8.00 ft 24.00 ft 13.50 ft 15.34 ft 20.00 ft
Total length of full ht seg. Lw = 5.00 ft 8.00 ft 5.75 ft 11.00 ft 15.34 ft 20.00 ft

height of shear wall H = 13.00 ft 14.00 ft 8.00 ft 13.00 ft 10.00 ft #N/A
Maximum opening height H' = 10.00 ft 0.00 ft 8.00 ft 7.50 ft 0.00 ft #N/A

Total force at top of wall V1 = 1154 lbs 1847 lbs 1327 lbs 2539 lbs 3541 lbs #N/A
Self weight wDL self = 156 plf 168 plf 96 plf 156 plf 120 plf #N/A

Applied dead load wDL above = 40 plf 40 plf 129 plf 170 plf 40 plf 40 plf
Prefered OSB thickness in 7/16 7/16 7/16 7/16 7/16 7/16
Prefered Gyp thickness in 1/2 1/2 1/2 1/2 1/2 1/2

Wall Connected to Concrete y/n = Y Y Y Y Y #VALUE!
Shear Wall Segments

2.50 8.00 2.75 3.75 15.34 20.00
2.50 3.00 7.25

Shear Transfer to Concrete
T = 3500 lbs 2733 lbs Not Req'd 1785 lbs 1573 lbs #N/A

72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. #VALUE!
Provide: Code Min. Code Min. Code Min. Code Min. #VALUE!
Min # of 1/2 Anchor Bolts (2) Min (2) Min (3) Min (4) Min #VALUE!

Load From Above 0.00 0.00 0.00 0.00 0.00 0.00
Holdown HD3 HD2 HD1 HD1 #VALUE!

Shear Resisting System
Force Calculated 453.23 230.82 581.85 262.05 230.82 #N/A

B.F. OSB OSB OSB OSB OSB
Min Shear Wall Segment: 1.33 ft 4.00 ft 2.29 ft 3.71 ft 2.86 ft #N/A

Provide: Va= 4400 SW1 SW3 SW1 SW1 #N/A

Min Shear Wall Segment:
Provide: Va=

Blocking / Nailing Framing Attachment
Blocking Unit Shear 13 plf 20 plf 15 plf 28 plf 39 plf #N/A

Blocking NONE NONE NONE NONE NONE #N/A
Nailing See SCHED See SCHED See SCHED See SCHED See SCHED #N/A

% of full height segments %fh  =   Lw/L = 0.263 1.000 0.240 0.815 1.000 1.000
% of maximum opening height %oh  =   H'/H = 0.769 0.000 1.000 0.577 0.000 #N/A

Shear cap adj factor SCAF = 0.51 1.00 0.40 0.88 1.00 #N/A
Unit base shear vbase   V1/Lw = 231 plf 231 plf 231 plf 231 plf 231 plf #N/A

Effective unit base shear vreq=vbase/SCAF= 453 plf 231 plf 582 plf 262 plf 231 plf #N/A
Ovrtrn. mo. Ttl. length of wall OTM = 29.5 k-ft 25.9 k-ft 26.8 k-ft 37.5 k-ft 35.4 k-ft #N/A

Resist moment total L. of wall RM = 35.3 k-ft 6.6 k-ft 64.8 k-ft 29.7 k-ft 18.8 k-ft #N/A
r= 0.3171 1.0000 0.2396 0.8841 1.0000 #N/A

CO=     0.5093 1.0000 0.3967 0.8808 1.0000 #N/A

Shear Wall Forces

Shear wall adjustment factor

Unit Base Shear
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SHEAR WALL CALCULATIONS:
X2-1 X2-1 X2-1 X2-1 X2-1

Number of Panels 1 1 1 1 1 1
Total length of wall 114.50 ft 114.50 ft 114.50 ft 114.50 ft 114.50 ft 20.00 ft

Total length of shear wall L = 19.00 ft 12.00 ft 18.50 ft 8.00 ft 30.00 ft 20.00 ft
Total length of full ht seg. Lw = 11.25 ft 6.00 ft 7.50 ft 5.50 ft 30.00 ft 20.00 ft

height of shear wall H = 16.00 ft 8.00 ft 12.00 ft 8.17 ft 10.00 ft #N/A
Maximum opening height H' = 10.75 ft 8.00 ft 7.75 ft 5.00 ft 0.00 ft #N/A

Total force at top of wall V1 = 2587 lbs 1380 lbs 1725 lbs 1265 lbs 6898 lbs #N/A
Self weight wDL self = 192 plf 96 plf 144 plf 98 plf 120 plf #N/A

Applied dead load wDL above = 40 plf 40 plf 40 plf 40 plf 40 plf 40 plf
Prefered OSB thickness in 7/16 7/16 7/16 7/16 7/16 7/16
Prefered Gyp thickness in 1/2 1/2 1/2 1/2 1/2 1/2

Wall Connected to Concrete y/n = Y Y Y Y Y #VALUE!
Shear Wall Segments

5.58 3.00 4.00 2.75 30.00 20.00
5.67 3.00 3.50 2.75

Shear Transfer to Concrete
T = 2972 lbs 2701 lbs 1781 lbs 1888 lbs 861 lbs #N/A

1/2 Anchor Bolts @ 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. #VALUE!
Provide: Code Min. Code Min. Code Min. Code Min. Code Min. #VALUE!
Min # of 1/2 Anchor Bolts (3) Min (2) Min (2) Min (2) Min (7) Min #VALUE!

Load From Above 0.00 0.00 0.00 0.00 0.00 0.00
Holdown HD2 HD2 HD1 HD1 HD1 #VALUE!

Shear Resisting System
Force Calculated 325.19 459.87 358.11 290.05 229.93 #N/A

OSB OSB OSB OSB OSB OSB
Min Shear Wall Segment: 4.57 ft 2.29 ft 3.43 ft 2.33 ft 2.86 ft #N/A

Provide: Va= SW1 SW2 SW2 SW1 SW1 #N/A

Min Shear Wall Segment:
Provide: Va=

Blocking / Nailing Framing Attachment
Blocking Unit Shear 23 plf 12 plf 15 plf 11 plf 60 plf #N/A

Blocking NONE NONE NONE NONE NONE #N/A
Nailing See SCHED See SCHED See SCHED See SCHED See SCHED #N/A

% of full height segments %fh  =   Lw/L = 0.592 0.500 0.405 0.688 1.000 1.000
% of maximum opening height %oh  =   H'/H = 0.672 1.000 0.646 0.612 0.000 #N/A

Shear cap adj factor SCAF = 0.71 0.50 0.64 0.79 1.00 #N/A
Unit base shear vbase   V1/Lw = 230 plf 230 plf 230 plf 230 plf 230 plf #N/A

Effective unit base shear vreq=vbase/SCAF= 325 plf 460 plf 358 plf 290 plf 230 plf #N/A
Ovrtrn. mo. Ttl. length of wall OTM = 58.5 k-ft 22.1 k-ft 32.2 k-ft 13.0 k-ft 69.0 k-ft #N/A

Resist moment total L. of wall RM = 41.8 k-ft 9.8 k-ft 31.4 k-ft 4.4 k-ft 71.9 k-ft #N/A
r= 0.6836 0.5000 0.5136 0.7823 1.0000 #N/A

CO=     0.7071 0.5000 0.6421 0.7927 1.0000 #N/A

Shear Wall Forces

Unit Base Shear

Shear wall adjustment factor
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SHEAR WALL CALCULATIONS:
X3-1 X3-1

Number of Panels 1 1 1 1 1 1
Total length of wall 30.00 ft 30.00 ft 20.00 ft 20.00 ft 20.00 ft 20.00 ft

Total length of shear wall L = 18.00 ft 12.00 ft 20.00 ft 20.00 ft 20.00 ft 20.00 ft
Total length of full ht seg. Lw = 8.42 ft 9.09 ft 20.00 ft 20.00 ft 20.00 ft 20.00 ft

height of shear wall H = 10.00 ft 10.00 ft #N/A #N/A #N/A #N/A
Maximum opening height H' = 5.00 ft 3.00 ft #N/A #N/A #N/A #N/A

Total force at top of wall V1 = 1782 lbs 1782 lbs #N/A #N/A #N/A #N/A
Self weight wDL self = 120 plf 120 plf #N/A #N/A #N/A #N/A

Applied dead load wDL above = 40 plf 40 plf 40 plf 40 plf 40 plf 40 plf
Prefered OSB thickness in 7/16 7/16 7/16 7/16 7/16 7/16
Prefered Gyp thickness in 1/2 1/2 1/2 1/2 1/2 1/2

Wall Connected to Concrete y/n = Y Y #VALUE! #VALUE! #VALUE! #VALUE!
Shear Wall Segments

4.25 4.75 20.00 20.00 20.00 20.00
4.17 4.34

Shear Transfer to Concrete
T = 836 lbs 1201 lbs #N/A #N/A #N/A #N/A

1/2 Anchor Bolts @ 72 '' O.C. 72 '' O.C. #VALUE! #VALUE! #VALUE! #VALUE!
Provide: Code Min. Code Min. #VALUE! #VALUE! #VALUE! #VALUE!
Min # of 1/2 Anchor Bolts (2) Min (2) Min #VALUE! #VALUE! #VALUE! #VALUE!

Load From Above 0.00 0.00 0.00 0.00 0.00 0.00
Holdown HD1 HD1 #VALUE! #VALUE! #VALUE! #VALUE!

Shear Resisting System
Force Calculated 268.11 196.07 #N/A #N/A #N/A #N/A

OSB OSB OSB OSB OSB OSB
Min Shear Wall Segment: 2.86 ft 2.86 ft #N/A #N/A #N/A #N/A

Provide: Va= SW1 SW1 #N/A #N/A #N/A #N/A

Min Shear Wall Segment:
Provide: Va=

Blocking / Nailing Framing Attachment
Blocking Unit Shear 59 plf 59 plf #N/A #N/A #N/A #N/A

Blocking NONE NONE #N/A #N/A #N/A #N/A
Nailing See SCHED See SCHED #N/A #N/A #N/A #N/A

% of full height segments %fh  =   Lw/L = 0.468 0.758 1.000 1.000 1.000 1.000
% of maximum opening height %oh  =   H'/H = 0.500 0.300 #N/A #N/A #N/A #N/A

Shear cap adj factor SCAF = 0.79 1.00 #N/A #N/A #N/A #N/A
Unit base shear vbase   V1/Lw = 212 plf 196 plf #N/A #N/A #N/A #N/A

Effective unit base shear vreq=vbase/SCAF= 268 plf 196 plf #N/A #N/A #N/A #N/A
Ovrtrn. mo. Ttl. length of wall OTM = 22.6 k-ft 17.8 k-ft #N/A #N/A #N/A #N/A

Resist moment total L. of wall RM = 25.9 k-ft 11.5 k-ft #N/A #N/A #N/A #N/A
r= 0.6372 0.9124 #N/A #N/A #N/A #N/A

CO=     0.7898 1.0249 #N/A #N/A #N/A #N/A

Shear Wall Forces

Unit Base Shear

Shear wall adjustment factor
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SHEAR WALL CALCULATIONS:
Y1-1 Y1-1 Y1-1 Y2-1 Y2-1

Number of Panels 1 1 1 1 1 1
Total length of wall 71.00 ft 71.00 ft 71.00 ft 71.00 ft 71.00 ft 20.00 ft

Total length of shear wall L = 10.82 ft 28.00 ft 20.92 ft 21.00 ft 18.00 ft 20.00 ft
Total length of full ht seg. Lw = 10.82 ft 18.83 ft 15.41 ft 19.49 ft 18.00 ft 20.00 ft

height of shear wall H = 14.00 ft 10.00 ft 11.00 ft 13.00 ft 11.00 ft #N/A
Maximum opening height H' = 8.75 ft 6.50 ft 5.00 ft 13.00 ft 0.00 ft #N/A

Total force at top of wall V1 = 872 lbs 1518 lbs 1242 lbs 5815 lbs 5371 lbs #N/A
Self weight wDL self = 168 plf 120 plf 132 plf 156 plf 132 plf #N/A

Applied dead load wDL above = 91 plf 40 plf 40 plf 40 plf 40 plf 40 plf
Prefered OSB thickness in 7/16 7/16 7/16 7/16 7/16 7/16
Prefered Gyp thickness in 1/2 1/2 1/2 1/2 1/2 1/2

Wall Connected to Concrete y/n = Y Y Y Y Y #VALUE!
Shear Wall Segments

10.82 4.00 4.58 5.82 18.00 20.00
9.58 6.08 13.67
5.25 4.75

Shear Transfer to Concrete
T = 288 lbs Not Req'd Not Req'd 3108 lbs 2354 lbs #N/A

1/2 Anchor Bolts @ 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. #VALUE!
Provide: Code Min. Code Min. Code Min. Code Min. Code Min. #VALUE!
Min # of 1/2 Anchor Bolts (2) Min (2) Min (2) Min (6) Min (6) Min #VALUE!

Load From Above 0.00 0.00 0.00 0.00 0.00 0.00
Holdown Perp. Wall HD3 HD2 #VALUE!

Shear Resisting System
Force Calculated 80.60 105.67 88.31 341.28 298.37 #N/A

OSB OSB OSB OSB OSB OSB
Min Shear Wall Segment: 4.00 ft 2.86 ft 3.14 ft 3.71 ft 3.14 ft #N/A

Provide: Va= SW1 SW1 SW1 SW1 SW1 #N/A

Min Shear Wall Segment:
Provide: Va=

Blocking / Nailing Framing Attachment
Blocking Unit Shear 12 plf 21 plf 17 plf 82 plf 76 plf #N/A

Blocking NONE NONE NONE NONE NONE #N/A
Nailing See SCHED See SCHED See SCHED See SCHED See SCHED #N/A

% of full height segments %fh  =   Lw/L = 1.000 0.673 0.737 0.928 1.000 1.000
% of maximum opening height %oh  =   H'/H = 0.625 0.650 0.455 1.000 0.000 #N/A

Shear cap adj factor SCAF = 1.00 0.76 0.91 0.87 1.00 #N/A
Unit base shear vbase   V1/Lw = 81 plf 81 plf 81 plf 298 plf 298 plf #N/A

Effective unit base shear vreq=vbase/SCAF= 81 plf 106 plf 88 plf 341 plf 298 plf #N/A
Ovrtrn. mo. Ttl. length of wall OTM = 12.2 k-ft 19.9 k-ft 15.0 k-ft 86.5 k-ft 59.1 k-ft #N/A

Resist moment total L. of wall RM = 15.1 k-ft 62.6 k-ft 37.6 k-ft 43.2 k-ft 27.8 k-ft #N/A
r= 1.0000 0.7596 0.8602 0.9281 1.0000 #N/A

CO=     1.0000 0.7627 0.9126 0.8743 1.0000 #N/A

Shear Wall Forces

Unit Base Shear

Shear wall adjustment factor
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SHEAR WALL CALCULATIONS:
Y3-1 Y3-1 Y4-1 Y4-1 Y4-1 Y4-1

Number of Panels 1 1 1 1 1 1
Total length of wall 102.00 ft 102.00 ft 102.00 ft 102.00 ft 102.00 ft 102.00 ft

Total length of shear wall L = 10.00 ft 50.00 ft 4.58 ft 12.00 ft 5.25 ft 54.00 ft
Total length of full ht seg. Lw = 10.00 ft 40.34 ft 4.58 ft 9.42 ft 5.25 ft 7.91 ft

height of shear wall H = 10.00 ft 10.00 ft 10.00 ft 10.00 ft 10.00 ft 10.00 ft
Maximum opening height H' = 0.00 ft 5.00 ft 0.00 ft 6.50 ft 0.00 ft 9.00 ft

Total force at top of wall V1 = 2079 lbs 8387 lbs 698 lbs 1434 lbs 800 lbs 1205 lbs
Self weight wDL self = 120 plf 120 plf 120 plf 120 plf 120 plf 120 plf

Applied dead load wDL above = 40 plf 40 plf 159 plf 40 plf 320 plf 40 plf
Prefered OSB thickness in 7/16 7/16 7/16 7/16 7/16 7/16
Prefered Gyp thickness in 1/2 1/2 1/2 1/2 1/2 1/2

Wall Connected to Concrete y/n = Y Y Y Y Y Y
Shear Wall Segments

10.00 30.34 4.58 5.17 5.25 3.75
10.00 4.25 4.17

Shear Transfer to Concrete
T = 1600 lbs Not Req'd 1140 lbs 1101 lbs 830 lbs Not Req'd

1/2 Anchor Bolts @ 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C. 72 '' O.C.
Provide: Code Min. Code Min. Code Min. Code Min. Code Min. Code Min.
Min # of 1/2 Anchor Bolts (2) Min (9) Min (2) Min (2) Min (2) Min (2) Min

Load From Above 0.00 0.00 0.00 0.00 0.00 0.00
Holdown HD1 HD1 HD1 HD1

Shear Resisting System
Force Calculated 207.90 227.99 152.30 183.44 152.30 373.27

OSB OSB OSB OSB OSB OSB
Min Shear Wall Segment: 2.86 ft 2.86 ft 2.86 ft 2.86 ft 2.86 ft 2.86 ft

Provide: Va= SW1 SW1 SW1 SW1 SW1 SW2

Min Shear Wall Segment:
Provide: Va=

Blocking / Nailing Framing Attachment
Blocking Unit Shear 20 plf 82 plf 7 plf 14 plf 8 plf 12 plf

Blocking NONE NONE NONE NONE NONE NONE
Nailing See SCHED See SCHED See SCHED See SCHED See SCHED See SCHED

% of full height segments %fh  =   Lw/L = 1.000 0.807 1.000 0.785 1.000 0.147
% of maximum opening height %oh  =   H'/H = 0.000 0.500 0.000 0.650 0.000 0.900

Shear cap adj factor SCAF = 1.00 0.91 1.00 0.83 1.00 0.41
Unit base shear vbase   V1/Lw = 208 plf 208 plf 152 plf 152 plf 152 plf 152 plf

Effective unit base shear vreq=vbase/SCAF= 208 plf 228 plf 152 plf 183 plf 152 plf 373 plf
Ovrtrn. mo. Ttl. length of wall OTM = 20.8 k-ft 92.0 k-ft 7.0 k-ft 17.3 k-ft 8.0 k-ft 29.5 k-ft

Resist moment total L. of wall RM = 8.0 k-ft 199.7 k-ft 2.9 k-ft 11.5 k-ft 6.1 k-ft 233.0 k-ft
r= 1.0000 0.8931 1.0000 0.8487 1.0000 0.1602

CO=     1.0000 0.9119 1.0000 0.8302 1.0000 0.4080

Shear Wall Forces

Unit Base Shear

Shear wall adjustment factor
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Description: Walls
15'  Tall Wall 16'  Tall Wall 14'  Tall Wall 13'  Tall Wall #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.07479995 1.304409065 0.873852167 0.69965496 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 (1) 2 (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in 1.50 in 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 15.000 ft 16.000 ft 14.000 ft 13.000 ft 13.000 ft 13.000 ft

w/o Plates 14.750 ft 15.750 ft 13.750 ft 12.750 ft 12.750 ft 12.750 ft
Stud spacing, s = 16 in 16 in 16 in 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 15.70 psf 15.70 psf 15.70 psf #N/A #N/A
Axial load, P = 1405 lbs 131 lbs 607 lbs 1727 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 20.9 plf 20.9 plf 20.9 plf 20.9 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.60 1.60 1.60 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.15 1.15 1.15 1.15 #N/A #N/A
C p 0.19 0.16 0.21 0.25 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 2153 psi 2153 psi 2153 psi 2153 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 288 psi 288 psi 288 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 2376 psi 2376 psi 2376 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 463 psi 406 psi 533 psi 620 psi 620 psi 620 psi

F'c = Fc Cd CF Cp = 443 psi 391 psi 506 psi 582 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 1609 psi 1506 psi 1726 psi 1861 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK #N/A #N/A
RB = 21 21 20 19 #N/A #N/A

Bending: < F'b OK < F'b OK < F'b OK < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 569 ft-lbs 649 ft-lbs 495 ft-lbs 425 ft-lbs #N/A #N/A
fb = M/S = 903 psi 1030 psi 785 psi 675 psi #N/A #N/A

S = 8 in³ 8 in³ 8 in³ 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK < F'v OK < F'v OK #N/A #N/A
V = w L/2 = 154 lbs 165 lbs 144 lbs 133 lbs #N/A #N/A
fv = 1.5 V/A = 28 psi 30 psi 26 psi 24 psi #N/A #N/A

A = 8 in² 8 in² 8 in² 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc = P/A = 170 psi 16 psi 74 psi 209 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc perp = P/A = 170 psi 16 psi 74 psi 209 psi #N/A #N/A

Combined: < 1.0 OK < 1.0 OK < 1.0 OK < 1.0 OK
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} = 0.81 0.50 0.44 0.60

1.07479995 1.304409065 0.873852167 0.69965496 #N/A #N/A
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.67 in 0.87 in 0.51 in 0.37 in #N/A #N/A
I = 21 in^4 21 in^4 21 in^4 21 in^4 #N/A #N/A

SPAN / 264 217 326 409 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.
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Description: X1-1 Openings
King Stud                     

(3.75' Max Opening)
13' Trimmer

King Stud                     
(8' Max Opening)

13' Trimmer
King Stud                     

(9' Max Opening)
13' Trimmer

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.432106246 0.239641781 2.547181339 1.623795882 2.809551948 1.877294173
Nominal width, t = (1) 2 (1) 2 (2) 2 (2) 2 (2) 2 (2) 2

Actual width = 1.50 in 1.50 in 3.00 in 3.00 in 3.00 in 3.00 in
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 13.000 ft 13.000 ft 13.000 ft 13.000 ft 13.000 ft 13.000 ft

w/o Plates 12.750 ft 12.750 ft 12.750 ft 12.750 ft 12.750 ft 12.750 ft
Stud spacing, s = 33 in 16 in 58 in 16 in 64 in 16 in

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf 15.70 psf 5.00 psf
Axial load, P = 50 lbs 184 lbs 50 lbs 5042 lbs 50 lbs 5829 lbs

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 42.8 plf 6.7 plf 76.2 plf 6.7 plf 84.1 plf 6.7 plf

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 1.60 1.15
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 1.00 1.00
C p 0.25 0.33 0.25 0.33 0.25 0.33

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi 1872 psi 1346 psi

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi 288 psi 1242 psi

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi 2376 psi 1708 psi

FcE = (KcE E')/(l e/d)2 = 620 psi 620 psi 620 psi 620 psi 620 psi 620 psi

F'c = Fc Cd CF Cp = 582 psi 565 psi 582 psi 565 psi 582 psi 565 psi

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 1861 psi 1861 psi 7444 psi 7444 psi 7444 psi 7444 psi

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK < 50 OK < 50 OK
RB = 19 19 10 10 10 10

Bending: < F'b OK < F'b OK < F'b OK < F'b OK < F'b OK < F'b OK

M = w L2/8 + P e/12 = 871 ft-lbs 135 ft-lbs 1549 ft-lbs 135 ft-lbs 1708 ft-lbs 135 ft-lbs
fb = M/S = 1381 psi 215 psi 1229 psi 107 psi 1355 psi 107 psi

S = 8 in³ 8 in³ 15 in³ 15 in³ 15 in³ 15 in³

Shear: < F'v OK < F'v OK < F'v OK < F'v OK < F'v OK < F'v OK
V = w L/2 = 273 lbs 43 lbs 486 lbs 43 lbs 536 lbs 32 lbs
fv = 1.5 V/A = 50 psi 8 psi 44 psi 4 psi 49 psi 3 psi

A = 8 in² 8 in² 17 in² 17 in² 17 in² 17 in²

Compression: < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK
fc = P/A = 6 psi 22 psi 3 psi 306 psi 3 psi 353 psi

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK
fc perp = P/A = 6 psi 22 psi 3 psi 306 psi 3 psi 353 psi

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.432106246 0.222836213 2.547181339 0.222836213 2.809551948 0.222836213
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK > 180 OK > 180 OK

D = 22.5 w L4/E' I = 0.77 in 0.12 in 0.68 in 0.06 in 0.75 in 0.06 in
I = 21 in^4 21 in^4 42 in^4 42 in^4 42 in^4 42 in^4

SPAN / 200 1284 225 2569 204 2569

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: X1-1 Openings
King Stud                     

(2.5' Max Opening)
13' Trimmer #N/A 22.34' Trimmer #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.104142984 0.561629251 #N/A 1.130850565 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 #N/A (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in #N/A 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 13.000 ft 13.000 ft 22.340 ft 22.340 ft 22.340 ft 22.340 ft

w/o Plates 12.750 ft 12.750 ft 22.090 ft 22.090 ft 22.090 ft 22.090 ft
Stud spacing, s = 25 in 16 in #N/A 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf #N/A 5.00 psf #N/A #N/A
Axial load, P = 50 lbs 1744 lbs #N/A 919 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 33.0 plf 6.7 plf #N/A 6.7 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 #N/A 1.15 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 #N/A 1.00 #N/A #N/A
C p 0.25 0.33 #N/A 0.12 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi #N/A 1346 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi #N/A 207 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi #N/A 1708 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 620 psi 620 psi 207 psi 207 psi 207 psi 207 psi

F'c = Fc Cd CF Cp = 582 psi 565 psi #N/A 201 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 1861 psi 1861 psi #N/A 1074 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK #N/A < 50 OK #N/A #N/A
RB = 19 19 #N/A 25 #N/A #N/A

Bending: < F'b OK < F'b OK #N/A < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 671 ft-lbs 135 ft-lbs #N/A 407 ft-lbs #N/A #N/A
fb = M/S = 1065 psi 215 psi #N/A 645 psi #N/A #N/A

S = 8 in³ 8 in³ #N/A 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK #N/A < F'v OK #N/A #N/A
V = w L/2 = 211 lbs 43 lbs #N/A 74 lbs #N/A #N/A
fv = 1.5 V/A = 38 psi 8 psi #N/A 13 psi #N/A #N/A

A = 8 in² 8 in² #N/A 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK #N/A < F'c OK #N/A #N/A
fc = P/A = 6 psi 211 psi #N/A 111 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK #N/A < F'c OK #N/A #N/A
fc perp = P/A = 6 psi 211 psi #N/A 111 psi #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.104142984 0.222836213 #N/A 1.130850565 #N/A #N/A
Deflection: > 180 OK > 180 OK #N/A > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.59 in 0.12 in #N/A 1.07 in #N/A #N/A
I = 21 in^4 21 in^4 #N/A 21 in^4 #N/A #N/A

SPAN / 259 1284 #N/A 247 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: X2-1 Openings
King Stud                     

(8' Max Opening)
16' Trimmer

King Stud                     
(6' Max Opening)

15' Trimmer
King Stud                     

(2' Max Opening)
12' Trimmer

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

4.748864252 0.415447032 3.106843605 1.324679661 0.765257564 0.29460621
Nominal width, t = (4) 2 (1) 2 (3) 2 (1) 2 (1) 2 (1) 2

Actual width = 6.00 in 1.50 in 4.50 in 1.50 in 1.50 in 1.50 in
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 16.000 ft 16.000 ft 15.000 ft 15.000 ft 12.000 ft 12.000 ft

w/o Plates 15.750 ft 15.750 ft 14.750 ft 14.750 ft 11.750 ft 11.750 ft
Stud spacing, s = 58 in 16 in 46 in 16 in 22 in 16 in

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf 15.70 psf 5.00 psf
Axial load, P = 50 lbs 393 lbs 50 lbs 3161 lbs 50 lbs 1054 lbs

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 76.2 plf 6.7 plf 60.5 plf 6.7 plf 29.1 plf 6.7 plf

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 1.60 1.15
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 1.00 1.00
C p 0.16 0.22 0.19 0.25 0.28 0.38

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi 1872 psi 1346 psi

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi 288 psi 1242 psi

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi 2376 psi 1708 psi

FcE = (KcE E')/(l e/d)2 = 406 psi 406 psi 463 psi 463 psi 730 psi 730 psi

F'c = Fc Cd CF Cp = 391 psi 384 psi 443 psi 434 psi 676 psi 650 psi

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 24104 psi 1506 psi 14478 psi 1609 psi 2019 psi 2019 psi

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK < 50 OK < 50 OK
RB = 5 21 7 21 19 19

Bending: < F'b OK < F'b OK < F'b OK < F'b OK < F'b OK < F'b OK

M = w L2/8 + P e/12 = 2363 ft-lbs 207 ft-lbs 1645 ft-lbs 181 ft-lbs 502 ft-lbs 115 ft-lbs
fb = M/S = 937 psi 328 psi 870 psi 288 psi 797 psi 183 psi

S = 30 in³ 8 in³ 23 in³ 8 in³ 8 in³ 8 in³

Shear: < F'v OK < F'v OK < F'v OK < F'v OK < F'v OK < F'v OK
V = w L/2 = 600 lbs 53 lbs 446 lbs 49 lbs 171 lbs 29 lbs
fv = 1.5 V/A = 27 psi 10 psi 27 psi 9 psi 31 psi 5 psi

A = 33 in² 8 in² 25 in² 8 in² 8 in² 8 in²

Compression: < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK
fc = P/A = 2 psi 48 psi 2 psi 383 psi 6 psi 128 psi

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK < F'c OK
fc perp = P/A = 2 psi 48 psi 2 psi 383 psi 6 psi 128 psi

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

4.748864252 0.415447032 3.106843605 0.342317806 0.765257564 0.175266717
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK > 180 OK > 180 OK

D = 22.5 w L4/E' I = 0.79 in 0.28 in 0.65 in 0.21 in 0.38 in 0.09 in
I = 83 in^4 21 in^4 62 in^4 21 in^4 21 in^4 21 in^4

SPAN / 238 681 274 830 376 1641

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: X2-1 Openings
King Stud                     

(10.5' Max Opening)
12' Trimmer #N/A #N/A #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

2.519331082 1.223044353 #N/A #N/A #N/A #N/A
Nominal width, t = (2) 2 (1) 2 #N/A #N/A #N/A #N/A

Actual width = 3.00 in 1.50 in #N/A #N/A #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 12.000 ft 12.000 ft 12.000 ft 12.000 ft 12.000 ft 12.000 ft

w/o Plates 11.750 ft 11.750 ft 11.750 ft 11.750 ft 11.750 ft 11.750 ft
Stud spacing, s = 73 in 16 in #N/A #N/A #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf #N/A #N/A #N/A #N/A
Axial load, P = 50 lbs 4375 lbs #N/A #N/A #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 95.8 plf 6.7 plf #N/A #N/A #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 #N/A #N/A #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 #N/A #N/A #N/A #N/A
C p 0.28 0.38 #N/A #N/A #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi #N/A #N/A #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi #N/A #N/A #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi #N/A #N/A #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 730 psi 730 psi 730 psi 730 psi 730 psi 730 psi

F'c = Fc Cd CF Cp = 676 psi 650 psi #N/A #N/A #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 8077 psi 2019 psi #N/A #N/A #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK #N/A #N/A #N/A #N/A
RB = 9 19 #N/A #N/A #N/A #N/A

Bending: < F'b OK < F'b OK #N/A #N/A #N/A #N/A

M = w L2/8 + P e/12 = 1654 ft-lbs 115 ft-lbs #N/A #N/A #N/A #N/A
fb = M/S = 1312 psi 183 psi #N/A #N/A #N/A #N/A

S = 15 in³ 8 in³ #N/A #N/A #N/A #N/A

Shear: < F'v OK < F'v OK #N/A #N/A #N/A #N/A
V = w L/2 = 563 lbs 39 lbs #N/A #N/A #N/A #N/A
fv = 1.5 V/A = 51 psi 7 psi #N/A #N/A #N/A #N/A

A = 17 in² 8 in² #N/A #N/A #N/A #N/A

Compression: < F'c OK < F'c OK #N/A #N/A #N/A #N/A
fc = P/A = 3 psi 530 psi #N/A #N/A #N/A #N/A

Compression (perp.): < F'c OK < F'c OK #N/A #N/A #N/A #N/A
fc perp = P/A = 3 psi 530 psi #N/A #N/A #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

2.519331082 0.175266717 #N/A #N/A #N/A #N/A
Deflection: > 180 OK > 180 OK #N/A #N/A #N/A #N/A

D = 22.5 w L4/E' I = 0.62 in 0.09 in #N/A #N/A #N/A #N/A
I = 42 in^4 21 in^4 #N/A #N/A #N/A #N/A

SPAN / 228 1641 #N/A #N/A #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: X3-1 Openings
King Stud                     

(9' Max Opening)
10' Trimmer #N/A #N/A #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.278812903 0.140136543 #N/A #N/A #N/A #N/A
Nominal width, t = (1) 2 (1) 2 #N/A #N/A #N/A #N/A

Actual width = 1.50 in 1.50 in #N/A #N/A #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 10.000 ft 10.000 ft 10.000 ft 10.000 ft 10.000 ft 10.000 ft

w/o Plates 9.750 ft 9.750 ft 9.750 ft 9.750 ft 9.750 ft 9.750 ft
Stud spacing, s = 64 in 16 in #N/A #N/A #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf #N/A #N/A #N/A #N/A
Axial load, P = 50 lbs 442 lbs #N/A #N/A #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 84.1 plf 6.7 plf #N/A #N/A #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 #N/A #N/A #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 #N/A #N/A #N/A #N/A
C p 0.39 0.51 #N/A #N/A #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi #N/A #N/A #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi #N/A #N/A #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi #N/A #N/A #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 1061 psi 1061 psi 1061 psi 1061 psi 1061 psi 1061 psi

F'c = Fc Cd CF Cp = 938 psi 876 psi #N/A #N/A #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 2434 psi 2434 psi #N/A #N/A #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK #N/A #N/A #N/A #N/A
RB = 17 17 #N/A #N/A #N/A #N/A

Bending: < F'b OK < F'b OK #N/A #N/A #N/A #N/A

M = w L2/8 + P e/12 = 999 ft-lbs 79 ft-lbs #N/A #N/A #N/A #N/A
fb = M/S = 1585 psi 126 psi #N/A #N/A #N/A #N/A

S = 8 in³ 8 in³ #N/A #N/A #N/A #N/A

Shear: < F'v OK < F'v OK #N/A #N/A #N/A #N/A
V = w L/2 = 410 lbs 33 lbs #N/A #N/A #N/A #N/A
fv = 1.5 V/A = 75 psi 6 psi #N/A #N/A #N/A #N/A

A = 8 in² 8 in² #N/A #N/A #N/A #N/A

Compression: < F'c OK < F'c OK #N/A #N/A #N/A #N/A
fc = P/A = 6 psi 54 psi #N/A #N/A #N/A #N/A

Compression (perp.): < F'c OK < F'c OK #N/A #N/A #N/A #N/A
fc perp = P/A = 6 psi 54 psi #N/A #N/A #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.278812903 0.101427498 #N/A #N/A #N/A #N/A
Deflection: > 180 OK > 180 OK #N/A #N/A #N/A #N/A

D = 22.5 w L4/E' I = 0.51 in 0.04 in #N/A #N/A #N/A #N/A
I = 21 in^4 21 in^4 #N/A #N/A #N/A #N/A

SPAN / 228 2872 #N/A #N/A #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: Y1-1 Openings
King Stud                     

(2.5' Max Opening)
14' Trimmer

King Stud                     
(6' Max Opening)

10' Trimmer #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.37904795 0.2787068 0.920546253 0.474918128 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 (1) 2 (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in 1.50 in 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 14.000 ft 14.000 ft 10.000 ft 10.000 ft 10.000 ft 10.000 ft

w/o Plates 13.750 ft 13.750 ft 9.750 ft 9.750 ft 9.750 ft 9.750 ft
Stud spacing, s = 25 in 16 in 46 in 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf #N/A #N/A
Axial load, P = 50 lbs 569 lbs 50 lbs 1744 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 33.0 plf 6.7 plf 60.5 plf 6.7 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 #N/A #N/A
C p 0.21 0.29 0.39 0.51 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 533 psi 533 psi 1061 psi 1061 psi 1061 psi 1061 psi

F'c = Fc Cd CF Cp = 506 psi 493 psi 938 psi 876 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 1726 psi 1726 psi 2434 psi 2434 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK #N/A #N/A
RB = 20 20 17 17 #N/A #N/A

Bending: < F'b OK < F'b OK < F'b OK < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 781 ft-lbs 158 ft-lbs 719 ft-lbs 79 ft-lbs #N/A #N/A
fb = M/S = 1239 psi 250 psi 1141 psi 126 psi #N/A #N/A

S = 8 in³ 8 in³ 8 in³ 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK < F'v OK < F'v OK #N/A #N/A
V = w L/2 = 227 lbs 46 lbs 295 lbs 33 lbs #N/A #N/A
fv = 1.5 V/A = 41 psi 8 psi 54 psi 6 psi #N/A #N/A

A = 8 in² 8 in² 8 in² 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc = P/A = 6 psi 69 psi 6 psi 211 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc perp = P/A = 6 psi 69 psi 6 psi 211 psi #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.37904795 0.278317055 0.920546253 0.101427498 #N/A #N/A
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.80 in 0.16 in 0.37 in 0.04 in #N/A #N/A
I = 21 in^4 21 in^4 21 in^4 21 in^4 #N/A #N/A

SPAN / 207 1024 316 2872 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: Y3-1 Openings
King Stud                     

(2.5' Max Opening)
10' Trimmer

King Stud                     
(9' Max Opening)

10' Trimmer #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

0.502568495 0.140136543 1.278812903 0.841058043 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 (1) 2 (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in 1.50 in 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 10.000 ft 10.000 ft 10.000 ft 10.000 ft 10.000 ft 10.000 ft

w/o Plates 9.750 ft 9.750 ft 9.750 ft 9.750 ft 9.750 ft 9.750 ft
Stud spacing, s = 25 in 16 in 64 in 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf #N/A #N/A
Axial load, P = 50 lbs 490 lbs 50 lbs 3088 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 33.0 plf 6.7 plf 84.1 plf 6.7 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 #N/A #N/A
C p 0.39 0.51 0.39 0.51 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 1061 psi 1061 psi 1061 psi 1061 psi 1061 psi 1061 psi

F'c = Fc Cd CF Cp = 938 psi 876 psi 938 psi 876 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 2434 psi 2434 psi 2434 psi 2434 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK #N/A #N/A
RB = 17 17 17 17 #N/A #N/A

Bending: < F'b OK < F'b OK < F'b OK < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 393 ft-lbs 79 ft-lbs 999 ft-lbs 79 ft-lbs #N/A #N/A
fb = M/S = 623 psi 126 psi 1585 psi 126 psi #N/A #N/A

S = 8 in³ 8 in³ 8 in³ 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK < F'v OK < F'v OK #N/A #N/A
V = w L/2 = 161 lbs 33 lbs 410 lbs 33 lbs #N/A #N/A
fv = 1.5 V/A = 29 psi 6 psi 75 psi 6 psi #N/A #N/A

A = 8 in² 8 in² 8 in² 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc = P/A = 6 psi 59 psi 6 psi 374 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc perp = P/A = 6 psi 59 psi 6 psi 374 psi #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

0.502568495 0.101427498 1.278812903 0.101427498 #N/A #N/A
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.20 in 0.04 in 0.51 in 0.04 in #N/A #N/A
I = 21 in^4 21 in^4 21 in^4 21 in^4 #N/A #N/A

SPAN / 580 2872 228 2872 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: Y4-1 Openings
King Stud                     

(10' Max Opening)
10' Trimmer

King Stud                     
(8' Max Opening)

11' Trimmer #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.39823512 0.934508936 1.543149004 0.170356653 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 (2) 2 (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in 3.00 in 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 10.000 ft 10.000 ft 11.000 ft 11.000 ft 11.000 ft 11.000 ft

w/o Plates 9.750 ft 9.750 ft 10.750 ft 10.750 ft 10.750 ft 10.750 ft
Stud spacing, s = 70 in 16 in 58 in 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf #N/A #N/A
Axial load, P = 50 lbs 3431 lbs 50 lbs 393 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 91.9 plf 6.7 plf 76.2 plf 6.7 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 #N/A #N/A
C p 0.39 0.51 0.33 0.44 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 1061 psi 1061 psi 873 psi 873 psi 873 psi 873 psi

F'c = Fc Cd CF Cp = 938 psi 876 psi 793 psi 754 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 2434 psi 2434 psi 8829 psi 2207 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK #N/A #N/A
RB = 17 17 9 18 #N/A #N/A

Bending: < F'b OK < F'b OK < F'b OK < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 1092 ft-lbs 79 ft-lbs 1101 ft-lbs 96 ft-lbs #N/A #N/A
fb = M/S = 1733 psi 126 psi 873 psi 153 psi #N/A #N/A

S = 8 in³ 8 in³ 15 in³ 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK < F'v OK < F'v OK #N/A #N/A
V = w L/2 = 448 lbs 33 lbs 410 lbs 36 lbs #N/A #N/A
fv = 1.5 V/A = 81 psi 6 psi 37 psi 7 psi #N/A #N/A

A = 8 in² 8 in² 17 in² 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc = P/A = 6 psi 416 psi 3 psi 48 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc perp = P/A = 6 psi 416 psi 3 psi 48 psi #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.39823512 0.101427498 1.543149004 0.135 #N/A #N/A
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.56 in 0.04 in 0.34 in 0.06 in #N/A #N/A
I = 21 in^4 21 in^4 42 in^4 21 in^4 #N/A #N/A

SPAN / 208 2872 375 2143 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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Description: 2nd Floor Openings
King Stud                     

(10.5' Max Opening)
9' Trimmer

King Stud                     
(8' Max Opening)

9' Trimmer #N/A #N/A

Type:
2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4") 2x Lumber (2"-4")

Species: DF-L DF-L DF-L DF-L DF-L DF-L
Grade: No. 2 No. 2 No. 2 No. 2 No. 2 No. 2

1.166062763 0.47080034 0.927278579 0.112864737 #N/A #N/A
Nominal width, t = (1) 2 (1) 2 (1) 2 (1) 2 #N/A #N/A

Actual width = 1.50 in 1.50 in 1.50 in 1.50 in #N/A #N/A
Nominal depth, d = 6 6 6 6 6 6

Actual depth = 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in 5.50 in
Span, L = 9.000 ft 9.000 ft 9.000 ft 9.000 ft 9.000 ft 9.000 ft

w/o Plates 8.750 ft 8.750 ft 8.750 ft 8.750 ft 8.750 ft 8.750 ft
Stud spacing, s = 73 in 16 in 58 in 16 in #N/A #N/A

Lat. Pressure, wwind = 15.70 psf 5.00 psf 15.70 psf 5.00 psf #N/A #N/A
Axial load, P = 50 lbs 1729 lbs 50 lbs 393 lbs #N/A #N/A

Eccentricity, e = 0 in 0 in 0 in 0 in 0 in 0 in
KcE = 0.3 0.3 0.3 0.3 0.3 0.3

c = 0.8 0.8 0.8 0.8 0.8 0.8
w = 95.8 plf 6.7 plf 76.2 plf 6.7 plf #N/A #N/A

Fb 900 psi 900 psi 900 psi 900 psi 900 psi 900 psi
Fv 180 psi 180 psi 180 psi 180 psi 180 psi 180 psi

Fc-prll 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi 1,350 psi
Fc-perp 625 psi 625 psi 625 psi 625 psi 625 psi 625 psi

C d 1.60 1.15 1.60 1.15 #N/A #N/A
C F,Fb 1.30 1.30 1.30 1.30 1.30 1.30

C F,Fcprll 1.10 1.10 1.10 1.10 1.10 1.10
C r 1.00 1.00 1.00 1.00 #N/A #N/A
C p 0.47 0.60 0.47 0.60 #N/A #N/A

C H 1.00 1.00 1.00 1.00 1.00 6.00
C b 1.07 1.07 1.07 1.07 1.07 1.07

E 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi 1,600,000 psi
Emin 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi 580,000 psi

Allowable Stress:
F'b = Fb Cd CF Cr = 1872 psi 1346 psi 1872 psi 1346 psi #N/A #N/A

F'v = F'v Cd CH = 288 psi 207 psi 288 psi 207 psi #N/A #N/A

F*c = Fc Cd CF = 2376 psi 1708 psi 2376 psi 1708 psi #N/A #N/A

FcE = (KcE E')/(l e/d)2 = 1317 psi 1317 psi 1317 psi 1317 psi 1317 psi 1317 psi

F'c = Fc Cd CF Cp = 1118 psi 1017 psi 1118 psi 1017 psi #N/A #N/A

F'c perp = Fc perp Cb = 668 psi 668 psi 668 psi 668 psi 668 psi 668 psi
E' = E = 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi 1600000 psi

FbE = 2712 psi 2712 psi 2712 psi 2712 psi #N/A #N/A

Slenderness Ratio: < 50 OK < 50 OK < 50 OK < 50 OK #N/A #N/A
RB = 16 16 16 16 #N/A #N/A

Bending: < F'b OK < F'b OK < F'b OK < F'b OK #N/A #N/A

M = w L2/8 + P e/12 = 917 ft-lbs 64 ft-lbs 729 ft-lbs 64 ft-lbs #N/A #N/A
fb = M/S = 1455 psi 101 psi 1157 psi 101 psi #N/A #N/A

S = 8 in³ 8 in³ 8 in³ 8 in³ #N/A #N/A

Shear: < F'v OK < F'v OK < F'v OK < F'v OK #N/A #N/A
V = w L/2 = 419 lbs 29 lbs 333 lbs 29 lbs #N/A #N/A
fv = 1.5 V/A = 76 psi 5 psi 61 psi 5 psi #N/A #N/A

A = 8 in² 8 in² 8 in² 8 in² #N/A #N/A

Compression: < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc = P/A = 6 psi 210 psi 6 psi 48 psi #N/A #N/A

Compression (perp.): < F'c OK < F'c OK < F'c OK < F'c OK #N/A #N/A
fc perp = P/A = 6 psi 210 psi 6 psi 48 psi #N/A #N/A

Combined:
(fc/Fc)2 + {fb/[Fb(1-(fc/FcE)]} =

1.0628428 0.073940646 0.845195811 0.073940646 #N/A #N/A
Deflection: > 180 OK > 180 OK > 180 OK > 180 OK #N/A #N/A

D = 22.5 w L4/E' I = 0.38 in 0.03 in 0.30 in 0.03 in #N/A #N/A
I = 21 in^4 21 in^4 21 in^4 21 in^4 #N/A #N/A

SPAN / 276 3974 348 3974 #N/A #N/A

TALL WALL CALCULATIONS:
This spreadsheet is used for designing a stud wall according to the  NDS.

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050
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MARK SHEATHING SIDES 
 OF WALL

 BLKG

SW1
7/16" APA 

RATED
1 OR YES

SW2
7/16" APA 

RATED
1 OR YES

SW3
7/16" APA 

RATED
1   YES

1

2

3

4

5 FASTEN TRUSS HEELS TO SHEAR WALLS W/ H2.5A AND (2) 10d TOENAILS @ EACH

6 GYP BOARD SHEAR WALLS MAY BE SUBSTITUTED WITH AN SW1 SHEAR WALL @ CONTRACTOR'S OPTION

OSB SHEAR WALL SCHEDULE:

ALL EXTERIOR WALLS SHALL BE SHEARWALL "SW1" WITHOUT BLKG UNO

WALL SHEATHING CAN BE APPLIED TO EITHER SIDE OF THE WALL. (UNLESS NOTED OTHERWISE)

PROVIDE SAME NAILING PATTERN ABOVE AND BELOW OPENINGS AS ADJACENT SHEAR PANEL.

SHEET NAILING 
PERIMETER / FIELD

8d @ 6 / 12

8d @ 4 / 12

8d @ 3 / 12

  TYP. NOTES:

FASTEN GABLE/RIM TO SHEAR WALLS BELOW W/ 10d TOENAILS @ 12" O.C. UNO

NAILING (UNO)
BOTTOM PLATE 

INTO RIM

(2) 16d NAILS
PER 16" BAY

(3) 16d NAILS
PER 16" BAY

(4) 16d NAILS
PER 16" BAY

SHEET STAPLING
PERIMETER / FIELD

16ga x 1-1/2"  @ 3 / 12
(NOT FOR WALLS >10')

16ga x 1-1/2"  @ 2 / 12
(NOT FOR WALLS >10')

MARK
STRAP 

FASTENERS
# OF 

STUDS
# OF 

STUDS
ANCHOR BOLT 

FASTENERS

HD1
(20) 16d
SINKERS

2 OR 2
(8) 1/4"x1-1/2"

SDS

HD2
(24) 16d
SINKERS

2 OR 2
(6) 1/4"x2-1/2"

SDS

HD3
(30) 16d
SINKERS

2 OR 2
(14) 1/4"x2-1/2" 

SDS

HOLDOWN SCHEDULE:

Note:

ALL HDU HOLDOWNS CAN BE SUBSTITUTED FOR THEIR HDUE COUNTERPART AT THE CONTRACTORS OPTION . 

HDU5-SDS2.5 
W/ SB5/8x24 OR PAB5 
@ INT. PONY WALLS

STHD14 OR
STHD14RJ W/ RIM

STRAP TYPE

LSTHD8 OR
LSTHD8RJ W/ RIM

STHD10 OR
STHD10RJ W/ RIM

ANCHOR BOLT TYPE

DTT2Z W/1/2øx10"

HDU2- SDS2.5 
W/ SB5/8x24 OR PAB5 
@ INT. PONY WALLS
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W15-2670SH
96" TOP
W05-2620FX
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5
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6
2
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2
3

" 
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D14-8080 

W26-8026FX
129" TOP

D14-8080 

W26-8026FX
129" TOP

D02-2680 

D10-3080 D10-3080 

3
0

8
0

 A
R

C
H

W
Y

24'

1
8
'

6
'-
1

 3
/4

"
9

'
5

'-
1

0
 1

/4
"

6'

24'

2'-5 1/2"

2'-5 1/2"

5'-8" X 3'-3"

34'-6" X 18'-9"

16'-0" X 17'-6"

19'-0" X 7'-10"

WOOD FLRG.
15' CEILING

MASTER BDRM

PORCH

SAUNA

PORCH

X1-1

Y1-1 Y2-1

13'

13'

13'

10'

14'

13'

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 0" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS
OR SILLS)

SW3 SW3

Braced Frame
(See Details)

HD3 HD3

SW1

SW1

SW2

SW2

HD3

(2) King Stud & 
(2) Trimmers

(2) King Stud & 
(2) Trimmers

W22-3650SH
96" TOP
W21-3626FX
129" TOP

W22-3650SH
96" TOP
W21-3626FX
129" TOP

W22-3650SH
96" TOP
W21-3626FX
129" TOP

W10-2650SH
96" TOP

5
'

18'-5 1/2" 8'

10'

12'

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 2" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS)

SW2 SW2

HD1 HD1

SW1 SW1

HD1HD1

(2) King Stud & 
(1) Trimmers
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W14-2666SH
96" TOP

1
2
'

6
'

6'

5'-9" 12'-0 1/2"

19'

12'-1" X 8'-8"

10'-1" X 5'-5"

22'-5" X 29'-3"

18'-0" X 12'-6"

5'-10" X 3'-11"

7'-0" X 7'-0"

11'-1" X 7'-9"

5'-3" X 10'-2"

11'-6" X 12'-4"

5'-11" X 5'-8"

11'-0" X 6'-8"

7'-5" X 5'-8"

3
'-
8

" 
X

 5
'-
5

"

PWDR.

ENTRY

LIVING

HIS CLOSET

HER CLOSET

KINGSLEY'S RM PORCH

KINGSLEY'S BATH

CLOSET

S
H

O
W

E
R

A/V CLOSET

SHOWER

PORCH

5'-4" X 3'-8"
WC

X2-1

15'

12

16'

11'

11'

10'

10'

10'

10'

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 0" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS
OR SILLS)

SW1 SW1

HD2 HD2

SW2SW2

HD2 HD2

SW1

SW1

SW1

SW1

SW1

SW1

HD2

Ext. Walls:
*All Lumber sized for DF#2 or
LSL 1.55E
*2x6 Studs @ 16" o.c. 
*(1) King Stud & (1) Trimmers
Ea. Side of Ea. Openings U.N.O.
*ATTACH STUD PLIES TOGETHER w/ (2)
ROWS 0.131" x 2.5" NAILS @ 12" O.C.
(STAGGER NAILS ON EA. PLY)
(TYP FOR ALL MULTI-STUD PACKS)

(4) King Stud & 
(1) Trimmers

(3) King Stud & 
(1) Trimmers
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PET DOOR

W08-2646SH
96" TOP
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96" TOP

W20-3066SH
96" TOP
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129" TOP
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96" TOP
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129" TOP
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129" TOP
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A9A9 A10A10 A10A10

1
'

1
5
'

1
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"

13'-6"

17'-8"

14'-4" X 15'-6"

6
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" 
X

 1
1
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2
"

14'-5" X 7'-6"

15'-0" X 21'-1"

5'-1

D
O

G
 R

O
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M

LAUNDRY

OFFICE

P

G
IF

T
IN

G
 A

R
E

A

DOG RUN

Y3-1

14'

13'

10'

13' 13'

SW1 SW1

HD1

HD1

SW1
HD2 HD2

SW1

HD2

HD2

(2) King Stud & 
(2) Trimmers
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CLOSET

BATH

WC

SHOWER

Y4-1
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SW1
HD1 HD1

HD1
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SW1

SW1
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(2) King Stud & 
(1) Trimmers

1

2

3

4

5 FA

6 G
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Designer note: Canyon
County?

Designer note: Wall Braced
by lower roof. Typical
Framing Methods OK.

Designer note: Wall Braced
by lower roof. Typical
Framing Methods OK.

Ext. Walls:
*All Lumber sized for DF#2 or LSL
1.55E
*2x6 Studs @ 16" o.c. 
*(1) King Stud & (1) Trimmers to
opening below or Full Height @
Ea. Side of Ea. Openings U.N.O.

*ATTACH STUD PLIES TOGETHER w/ (2)
ROWS 0.131" x 2.5" NAILS @ 12" O.C.
(STAGGER NAILS ON EA. PLY)
(TYP FOR ALL MULTI-STUD PACKS)

FLOOR - 1ST FLOOR
0'-0"

PLATE - 1ST FLOOR
10'-1 1/8"

Completed by: JIN
Review/Check: KKJ

Project County: Canyon County
Project State: Idaho

524 CLEVELAND BLVD. #230, CALDWELL, IDAHO 83605 
(208) 453-6512 | info@snakeriverengineering.com

SNAKE RIVER ENGINEERINGSRE Project: 06 Hawk View Est. SRE Project #: 2026-12050

05/19/2026 29 of 37



W
2

3
-3

6
6

0
S

H
9

6
" 

T
O

P
W

2
3

-3
6

6
0

S
H

9
6

" 
T

O
P

W
2

3
-3

6
6

0
S

H
9

6
" 

T
O

P

5
8
'-
6
"

1
8
'

22'-10" X 39'-6"
BONUS RM

Ext. Walls:
*All Lumber sized for DF#2 or LSL
1.55E
*2x6 Studs @ 16" o.c. 
*(1) King Stud & (1) Trimmers to
opening below or Full Height @
Ea. Side of Ea. Openings U.N.O.

*ATTACH STUD PLIES TOGETHER w/ (2)
ROWS 0.131" x 2.5" NAILS @ 12" O.C.
(STAGGER NAILS ON EA. PLY)
(TYP FOR ALL MULTI-STUD PACKS)

Designer note: Wall Braced
by lower roof. Typical
Framing Methods OK.
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2 : 12 2 : 122 : 12 2 : 12

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 0" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS
OR SILLS)
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3 : 12

5 : 12

3 : 12

5 : 12

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 2" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS)
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 : 12 : 12

DBL 2x BLOCKING BETWEEN
STUDS W/ CS16 STRAP OVER WALL
SHEATHING @ 8' 0" HEIGHT. (NO
BLOCKING REQUIRED AT HEADERS
OR SILLS)
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SHEATH BOTH SIDES W/ 7/16 "
OSB & NAIL OFF W/ 8d NAILS @

3" O.C. ALL MEMBERS

(2)117
8" LVL HEADER

(MIN, SEE PLAN)

PERP WALL
STUDS, SEE

PLAN
(COMPLETE

BRACED
FRAME

BEFORE
BUILDING)

(2)2x CONT. TOP PLATE

*MIRRORED @ OPPOSITE SIDE OF OPENING*

HEADER DOWN OUTSIDE FRAME CORNER

2
S1.1

3
S1.1

4
S1.1

4x OR DBL 2x HORIZ. BLOCKING @
OSB SPLICE. FASTEN TOGETHER W/
(4)21

2" (MIN) SDS SCREWS OR (9)
0.131x3" NAILS.

HEADER UP OUTSIDE FRAME CORNER

INSIDE CORNER WITH SHEATHINGOUTSIDE CORNER WITH SHEATHING

NO SHEATHING SPLICE
PERMITTED AROUND

TOP OF OPENINGS

INSIDE OSB TO
EXTEND TO END OF

BRACED WALL

NOTCH INNER OSB
AROUND ONE PLY

OF TOP PLATE FOR
PLATE LAP

(3) 2x6
STUDS
(UNO)

WRAP OSB 4'-0"
AROUND OPENING

WRAP OSB 4'-0"
AROUND OPENING

ADD 2X6 STUD DIAGONALS

SCALE:
 ENG. BRACE FRAME

1/4" = 1'-0"
1

S1.1
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BRACED FRAME TO EXTEND TO CORNER

#4 VERT. REBAR 11
2" FROM

FACE OF DOOR BLOCKOUT
#4 HORIZ. REBAR 11

2"
FROM BOTTOM OF DOOR
BLOCKOUT

#4 VERT REBAR @ END
OF HOOKS AND

CORNER
(3)#4 REBAR HOOKS. TOP,
BOTTOM OF STEM & ALIGNED W/
HORIZ UNDER DOOR BLOCKOUT

#4 VERT. REBAR @ 48" MAX, SEE PLAN

#4 HORIZ. REBAR @ BOTTOM OF STEM

STRAP OR HOLDOWN W/ SB ANCHOR BOLT (SEE
PLAN)

SCALE:
 ENG. BRACE FRAME

3/4" = 1'-0"
2

S1.1
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2x OR OSB
FILLER
FLUSH TO
INSIDE OF
FRAMING

STUD OF
PERP

WALL

BACK OF CONT.
HEADER

EXTEND
HEADER TO

OUTSIDE OF
FRAME

ST6236  STRAP
@ INTERIOR &

EXTERIOR.
CNTR ON HDR

INSIDE SIDE OF FRAMEOUTSIDE SIDE OF FRAME

STUD OF
PERP WALL

APPLY STRAP
BEFORE BUILDING
PERP WALL

SHEATHING TO
EXTEND FULL

LENGTH ON
BOTH SIDES OF

BRACED FRAME

ST6236  STRAP
@ INTERIOR &
EXTERIOR.
CNTR ON HDR

FASTEN SHEATHING TO HEADER W/ 8d NAILS @ 3" GRID
PATTERN; CUT SHEATHING AT TOP OF FRAME TO LAP AS
MUCH AS POSSIBLE ONTO THE HEADER FRAME IN ONE PIECE

SCALE:
 ENG. BRACE FRAME

3/4" = 1'-0"
3

S1.1
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2x OR
OSB
FILLER
FLUSH
TO
INSIDE
OF
FRAMING

STUD OF
PERP

WALL

BACK OF
CONT. HEADER

EXTEND
HEADER TO

OUTSIDE OF
FRAME

ST6224
STRAP @

INTERIOR &
EXTERIOR.

CNTR ON
HDR

INSIDE SIDE OF FRAMEOUTSIDE SIDE OF FRAME

STUD OF
PERP WALL

APPLY STRAP
BEFORE BUILDING
PERP WALL

SHEATHING TO
EXTEND FULL

LENGTH ON
BOTH SIDES OF

BRACED
FRAME

ST6224
STRAP @
INTERIOR &
EXTERIOR.
CNTR ON
HDR

FASTEN SHEATHING TO HEADER W/ 8d NAILS @ 3" GRID
PATTERN; CUT SHEATHING AT TOP OF FRAME TO LAP AS

MUCH AS POSSIBLE ONTO THE HEADER FRAME IN ONE PIECE

SCALE:
 ENG. BRACE FRAME

3/4" = 1'-0"
4

S1.1
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